PAPC

Heavy Duty Universal Hobbing Machine | PFAUTER P 1501
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Standard Machine Specifications Technical Data— Capacities and Limits
Pfauter P 1501 Universal Heavy Duty Hobbing Machine Pitch Rating (steel, 57% machinability).. .. ... .. 1.5DP
with Stationary Worktable, Automatic Two Cut Cycle with Maximum workpiece diameter. ... ... ... 60" (1500mm)
Automatic Speed and Feed Change, Infinitely Variable Maxi ial hob slide t | )
Feed and Speed, Hydraulically Actuated Tailstock, and ulciiEsislosie M £ 3Ly e (100711
complete electrical equipment and motors wired for Maximum hob diameter................. 10" (255mm)
230/460 volt, 60 cycles, with 110V control voltage. Maximum hob length................... 11" (280mm)
Maximum hob shift travel. . ............. 10" (250mm)
Min. number of teeth (1 start index drive). . .......... 9

Min. center distance, Workpiece/Hob. . .. 2.36" (60mm)
Max. center distance, Workpiece/Hob . . 34.3" (870mm)
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Diameter of worktable. .. ............ 47.2" (1200mm)
Diameteroftablebore.................. 12" (300mm)
Diameter of indexgear. . . ............ 36.3" (990mm)
Coolant Reservoir................ 125 gal. (470 liters)
Lubrication/Hydraulic system....... 36 gal. (137 liters)
Total elec. powerrating. . . .................. 32 KVA
Weight. (Approx. net weight) 39,100 Ibs. (18,000 KG)
Length (inciuding chip box &

opendoors). ... .o 198.4 (5040mm)
Width......... .............. ... 125.6 (3190mm)

Height. .. ...... ... ... ...... ... 143.7 (3650mm)




